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WATER TREATMENT ANODES
Alloy Part Number Gross Wt Anode Ø Anode Length “L” Stud Length Thread Size

Zinc CDZ6C-40B Type 1
(also named CDZ9-084) 350g 40 40 25 S/S M10-C

Zinc CDZ6C-40B Type 2 700g 40 80 25 S/S M10-C
M10 s/s Stud

“L”

40 Ø 40 Ø

25

 
Alloy Part Number Gross Wt Anode Ø Anode Length “L” Stud Length Thread Size
Zinc CDZ6C-50B Type 1 350g 50 30 25 SS 5/16 UNC

Zinc CDZ6C-50B Type 2 320g 50 33 25 S/S M10-C

Zinc CDZ6C-50B Type 3 950g 50 75 25 S/S M10-C

50 Ø 50 Ø

“L”
25

M10 s/s Stud

 
Alloy Part Number Gross Wt Anode Ø Anode Length Stud Length “SL” Thread Size
Zinc CDZ6C-75 SB (Short Bolt) 830g 75 32 25 S/S 5/16 UNC

Zinc CDZ6C-75 LB (Long Bolt) 850g 75 32 50 S/S 5/16 UNC

75 Ø

32

“SL”

75-63 Ø

5/16 UNC s/s Stud

Alloy Part Number Gross Wt Anode Ø Anode Length “L” Stud Length Thread Size
Zinc CDZ6C-75 Plain 800g 75 32 - -

75 Ø 75-63 Ø

32

 
Alloy Part Number Gross Wt Anode Ø Anode Length “L” Hole Detail
Zinc CDZ6C-75H 750g 75 32 Steel pipe 12 ID x 34 long

75 Ø 75-63 Ø

32

12 ID m/s Pipe

 

Alloy Part Number Gross Wt Anode Ø Anode Length Hole Detail
Mag CDM6C-115H 750g 115 30 Steel pipe 15 ID x 34 long

30
115
Ø

15 mm ID Steel pipe

Alloy Part Number Gross Wt Anode Ø Anode Length Hole Detail
Mag CDM6C-126H 1.3kg 115 65 Steel pipe 15 ID x 67 long

65115
Ø

15 mm ID Steel pipe


