Clear Black Airseeder Hose
A medium duty flexible PVC suction/discharge hose reinforced with a black

spiral. It has a mirror smooth bore to minimise friction losses and is UV

ight resistant.

Applications Suitable for primary, secondary and tertiary lines on air

seeder machines
Colour Clear with Black Rigid PVC Spiral
Temperature Range -5°C to +60°C

Chemical Resistance Good

Flexibility Excellent
Abrasion Resistance Excellent

Nominal mm's

Working Pres. @

Vacuum Rating 20°C Weight Min Bend

Kpa/20°C kal in mm
EFOC’UC‘ .D 0.D. ? Mpa  PS.| g'm
207055 25.2 314 -90 0.8 116 0.34 120
207060 31.7 38.4 -90 0.7 102 0.47 150
207065 37.8 454 -90 0.6 87 0.62 200
207070 4438 52.0 -90 0.6 79 0.7 240
207075 50.8 60.0 -90 0.5 72 0.93 300
207080 64.2 73.8 -90 0.5 72 1.43 400
207085 76.0 87.4 -90 0.4 58 2.02 450

LPG Vent Light Duty Hose
A highly flexible hose manufactured to AS1425 Section 2.2 covering LPG fuel systems
for vehicle engines.

Applications Suitable for use in converting cars, trucks and forklifts from petrol to gas.

Coil/
MT

Product Code LD. o.D. Kgl
mm mm MT
5163-020 19 25 0.28
5163-025 25 31 0.35
5163-028 28.5 35 0.40
5163-032 32 38 0.44
5163-040 38 45 0.48

Mako Odourless White Sanitation Hose

Recommended Usages: Plumbing of marine toilets.

Hose Body: White PVC/ Rubber
Reinforcement: White Rigid PVC helix
Temperature Range: -5°to 60° C

Product Code LD. 0D. WP hcn('?'lll

mm mm PSI|

266LL-020 20 24 58 20
266LL-025 25 32 58 20
266LL-038 38 45 50 20
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