Spa Hose

A highly flexible suction/discharge hose designed specifically for Spa
operations.

Applications Flexible plumbing line used in spa's.

Colour Fawn

Chemical Resistance Excellentp

Flexibility Good

Nominal mm's Working Pres. @

Vacuum Rating 20°C Weight Min Bend |
Kpa/20°C inmm
:m"“d 1.D 0.D. ° Mpa  PS. kg/m
206270 25 335 -90 0.7 100 0.58 120
206275 415 48.3 -90 0.6 85 0.75 220
206280 50.8 60.5 -90 0.5 75 1.25 270

Layflat Hose Medium Duty Sunny Blue
Application Suitable for irrigation or drainage, washdown, water supply
for construction sites or general dewatering.

Colour Blue
Nominal in mm's Working Pres @ 20°C

Product # I.D. Wall Thickness ~ Mpa PSI WWOIght rammai
288025 25 1.50 0.70 100 165
288032 32 1.45 0.70 100 200
288040 40 1.25 0.50 73 205
288050 40 1.30 0.45 65 270
288065 65 1.50 0.40 58 380
288075 75 1.70 0.35 58 530
288100 100 1.75 0.30 58 705
288125 125 1.85 0.30 44 935
288150 150 1.95 0.30 44 1,175
288200 200 2.20 0.30 44 1,785
288250 250 265 0.25 36 2,650
288300 300 2.55 0.20 30 2,910
288350 350 2.70 0.20 30 3,650
288400 400 2.70 0.20 30 4,287
Layflat Hose Heavy Duty Sunny Red

A tough abrasion resistant heavy duty hose made from PVC compound
and reinforced with high tensile strength yam.

Application De-watering pits, building sites, dams, mines and quarries.
Also suitable for pumping more abrasive slurries.

Colour Red
Nominal in mm's Working Pres @ 20°C )
Product# 1.D.  Wall Thickness  Mpa PSI Weight Grams/m
289040 40 1.90 1.0 152 290
289050 50 2.05 1.0 152 420
289065 65 215 1.0 152 540
289075 75 2.25 0.9 130 660
289100 100 o0 0.9 130 1,000
289150 150 2.95 0.7 100 1,680

289200 200 295 0.5 75 2,200



