Mako Marine Exhaust Rubber Hose

SPECIALLY DESIGNED FOR THE MARINE INDUSTRY

For conveying wet exhaust fumes.

Lloyds approved.

Light weight corrugated construction gives excellent flexibility

Cover: Corrugated cover. Black with blue stripe. Synthetic (corrugated finish).
Ozone and oil resistant and flame resistant.

Reinforcement: High tensile textile cords with embedded steel helix wires.
Tube: NBR handles 40% Aromatics

Temperature Range: -20°C to 121°C

Working Pressure:5 Bar, 3:1 Safety Factor

Product I.D. Bend Kg/ Coil/ T-bolt
Code mm Radius MT MT to Suit

H23-022 22 133 0.46 20,60 702-031

H23-028 28 172 0.576 20,60 702-039

H23-035 35 209 0.685 20,60 702-043

H23-042 42 248 0.806 20,60 702-051

H23-048 48 286 1.005 20,60 702-057

H23-057 57 458 1.197 20,60 702-067

H23-063 63 508 1.299 20,60 702-073

H23-073 73 590 1.48 20,60 702-082

H23-090 90 711 1.71 20,60 702-097

H23-114 114 914 2325 20 702-125
H23-125
H23-150 152 1219  3.18 20 702-161

H23-250 250 2032 7.666 12 702-265



